
Already the most sold and accepted air to water machine  
worldwide, having chalked up sales to more than 21  
countries, we now have the new improved and superior 
model machine to any other. The new AW120 Super.  
This new model, constructed only from the best  
materials, and utilizing the latest in high tech solid 
state electronics, coupled with the highest grades of 
in line filters and UV lamps, the new AW120 Super 
has NO competition.

The AW120 - “The COMMERCIAL” 
Great Little Machine with Big  Output

AW120 SuperMagique 1 - Magique Slim

Magique 1 - Magique Slim 
the Magique Water Dispensers
The concept of the Magique WaterMaker and Dispensers, 
is that of a Split System, allowing water to be made in 
the open air, the dispensing unit located either outdoor or 
indoors, connected by a water tube.

The Outdoor Unit (s), a stainless steel box shaped unit, 
makes water and passes it direcly to the Indoor Unit(s) 
for dispensing. It operates by converting the humidity  
in the air to water. It is dependant on the level of 
humidity in the air and the temperature in order to  
produce quantities of water.

The Indoor Unit (s) combine a water terminal with  a 
refrigerator and takes on the second step of purification 
of the water, both from air as well as municipal tap 
water. The water then flows into the cooling tank 
and gives hot/cold water. Also installed is UV light 
technology, destroying any bacteria in the tank,  
and further preventing the pure water from becoming  
contaminated again.

*The actual Power Consumption will vary with temperature, R/H levels and energy costs. All technical 
data listed is subject to change without notice.

The Water Maker™, 
shown here, creates 
water from the air 

and sends it to  
either of these  

dispensers. 

Aw120 Technical Specifications*
Capacity Liters: 	 120 Liters per 24 hrs
Ideal Working Conditions: 	 20-40˚ C, 60-100% RH
Size (H x W x D):	 119  x 72  x 76 cm 
Weight:	 120 kg
Power Consumption:	 2.9 kW 
Compressor Power  
Consumption:	 2.2 kW
Average Power  
Consumption:	 0.1 - 0.4• kWh/L
PS Phase:	 230V - 50Hz Single Phase
Electronic Control:	 KAV-KOR
UV:	 Included
Refrigerant:	 R407c
Chiller:	 Optional
Noise Level: 	 65 dB

Technical Specifications*:

Magique 1	 (Indoor Unit)	 (Outdoor Unit)
Power Supply Phase: 	 220-240V/50Hz	 220-240V/50Hz/1 Phase
Cooling Power / Current: 	 150W/0.9A	 -----------
Heating Power / Current:	 500W / 3A	 -----------
Refrigerant Type:	 R134a		  R134a
Volume of Refrigerator:	 2QBIFT 		  -----------
Production Capacity:	 -----------		 26 liters per 24 hrs
Net Weight:	 42 Kg		  28 Kg
Input Power:	 530W / 3.5A	 620W / 3.5A
Heatiing Capacity:	 5L.h		  -----------	
Cooling Capacity:	 6L/h		  -----------
Power Consumption:	 0.6KW/h/L	 0.57KW/h/L
Operatiing Temperature/ 
Relative Humidty:	 25˚-38˚ C	 25˚-43˚ C; 55%-100% R/H
Size (H x W x D/mm): 	 460 x 425 x 1140	 400 x 380 x 612
Noise Level: 	 -----------		 50-dB (A)

Note: Technical Specs for the Magique Slim model on application.

*The actual Power Consumption will vary with temperature, R/H levels and energy costs. All technical 
data listed is subject to change without notice.




